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VALVES

15.5 BAR rating (225 PSI)

Double Manual Bleed systems.

High Strength Fiber Glass filled body.

Chlorine and Chloramine resistant EPDM Diaphragm. (Viton 
Diaphragm optional for superior chemicals performance in 
our CP-Line)
Threaded BSP (NPT Optional) 

2 or 3 ways options for inline and angle installations
 
Piston Type actuator (Brass insert M-5) for a higher 
accuracy even with low volume irrigation

INOX 304 stainless steel screws, nuts, washers and spring for 
high chemicals resistance.

INOX 304 stainless steel internal filter.

Strong body design resistant to water hammer.

5 years trade warranty

620 SERIES
ELECTRIC VALVE FEATURES · 2" - 3"

24 VAC 50/ 60 HZ SOLENOID
Inrush:0.25(A) · Holding:0.18(A) 

LATCH 6 TO 40 VDC SOLENOID 
DC latching solenoids

6202C2 ELECTRIC VALVE
 WITH FLOW CONTROL

6202S2 ELECTRIC VALVE

SOLENOIDS

15 TO 105 m3/hr 60 TO 460 G.P.M.

FLOW RANGE

LINE

(P.S.I.) (BARS)

ANGLE ANGLELINE

MODEL DESCRIPTION MODEL DESCRIPTION

6202S2 2”· Without Flow Control · 2 ways · 24Vac 6203C2 2"· With Flow Control · 3 ways ·  24Vac

6202S3 3"· Without Flow Control · 2 ways ·  24Vac 6203C3 3”· With Flow Control · 3 ways ·  24Vac

6202C2 2"· With Flow Control · 2 ways ·  24Vac 6202C2L 2"· With Flow Control · 2 ways ·  Latch 9 Vdc

6202C3 3”· With Flow Control · 2 ways ·  24Vac 6202C3L 3”· With Flow Control · 2 ways ·  Latch 9 Vdc

6203S2 2"· Without Flow Control · 3 ways ·  24Vac 6203C2L 2"· With Flow Control · 3 ways ·  Latch 9 Vdc

6203S3 3"· Without Flow Control · 3 ways ·  24Vac 6203C3L 3”· With Flow Control · 3 ways ·  Latch 9 Vdc
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