
CARATTERISTICHE DI PROGRAMMAZIONE

• 1 programma

• Tempi di irrigazione min/max: 1/240 minuti

• Frequenza d’irrigazione: minimo 1 partenza 
ogni 15 giorni massimo 1 partenza ogni 6 ore 

• ONE look display

- Ora

- Ora di partenza

- Durata irrigazione

- Frequenza irrigazione

• Prossima irrigazione

• Funzione Low battery

CARATTERISCTICHE TECNICHE

• 1 zona / 2 zone

• Ingresso ¾”-1” F

• Uscita ¾” M

• Pressione minima di lavoro 1.0 bar

• Pressione massima di lavoro 6 bars

• Portata minima di lavoro 5 l/min

• Portata massima 40 l/min

• Elettrovalvola a mambrana 9 Vdc

• Centralina removibile

• Corpo in ABS

• Coperchio di protezione per il display LDC

• Display retroilluminato da 3” LCD

• Batteria al lithium ricaricabile

• Batteria da 2000 mAh

• Ingresso Micro-USB

• Ingresso sensore pioggia (connettore jack)

COMPLETE USER-FRIENDLY PROGRAMMING

• 1 program

• Run time min/max: 1/240 minutes

• Watering frequency: from every 6 hours up to 
once 15 days

• ONE look display

- Current time indication

- Start time indication

- Duration of watering indication

- Frequency indication

• Watering countdown

• Low battery function

TECHNICAL CHARACTERISTICS

• 1 way / 2 ways

• Inlet thread ¾”-1” F

• Outlet thread ¾” M

• Max working pressure 6 bars

• Min flow 5 l/min

• Max flow 40 l/min

• Min bar 1.0 bar

• Diaphragm 9 Vdc electric valve

• Removable control unit

• ABS Body

• Hard plastic cover for LDC display protection

• Wide backlit 3” LCD display

• Powered by Lithium battery

• 2000 mAh Battery

• Micro-USB inlet

• Rain sensor input (jack connection)
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Rain S.p.A.
Via Kennedy 38/40
20023 Cerro Maggiore 
(MI) ITALY
Tel. +39.0331.514.511

Code Barcode Description Packaging MasterBox
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200.4093502 8058054005443 AMICO R1 - 1 ZONE 0,92 24 8,4 18 4 18 42 26

200.4043502 8058054005450 AMICO R2 - 2 ZONES 1,015 24 8,4 18 4 18 42 26


